
BIM: BUILDING INFORMATION 
MODELING 
Intelligent product models to support design, 
construction, and operations 
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Controllers 
 
From wall-mounted to stand-alone pedestal, 
Hunter controllers are fully supported in BIM 
applications.

Valves 
 
Valves require extra attention when managing 
irrigation mainline and laterals. Our BIM models 
make managing these components easier and 
more intuitive than ever. 

To learn more, visit hunter.info/BIMModelsEM.

Learn more about Hunter's complete line of 
valve products at hunter.info/ValvesEM.

Learn more about Hunter's complete line of 
controller products at hunter.info/ControllersEM. 

BUILDING INFORMATION MODELING SOFTWARE DESIGN ACTUALISE

With true-to-scale, three-dimensional representations and actual performance 
modeling, products come to life and become fully manageable for utility and 
construction management.

BIM Project Planning  
Provides Unparalleled Solutions  



HUNTER PGP 6" POP-UP ROTOR

SWING JOINT ASSEMBLY: HUNTER HSJ SERIES,
1" [25 mm] MODELS:  HSJ-1-32-212 OR HSJ-1-65-212
11

2" [40 mm] MODELS: HSJ-3-32-212 OR HSJ-3-65-212
(REFER TO HUNTER CATALOG FOR OPTIONS).
INSTALL AS FOLLOWS:

A. HAND TIGHTEN O-RING JOINTS, BACK-OFF ONE FULL TURN TO ALLOW
FOR SWING ACTION.

B. INSTALL SWING JOINT LAY ARM AT 30°- 45° ANGLE TO THE LATERAL.

LATERAL TEE OR ELL CONNECTION PER LATERAL LINE FITTING SPECIFICATIONS.

LATERAL PIPE PER LATERAL LINE SPECIFICATIONS. SOIL DEPTH AS SPECIFIED.

FINISH GRADE

DETAIL LEGEND:

6" POP-UP ROTOR (PGP-06)
NOT TO SCALE

R.PGP-06.01 REV: 2020-11-30
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Hunter Industries provides product 
models to support all your BIM projects.   
These support files contain accurate dimensions and 
performance specifications, making them easy to integrate 
into your next BIM project. We're committed to enhancing 
our partnership by providing the necessary support for 
every step of your project.

Hunter offers a variety of 3D BIM models to match your specific 
design needs for a seamless experience.

Application Devices 
 
Irrigation application devices represent both 
product modeling and performance specifications.



Website  hunterindustries.com | Customer Support  +1-760-752-6037  

Helping our customers succeed is what drives us. While our passion for innovation and engineering is built into everything we do, 

it is our commitment to exceptional support that we hope will keep you in the Hunter family of customers for years to come.
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Find all Hunter BIM models at hunter.info/BIMModelsEM.

Hunter provides BIM modeling 
solutions to turn your renderings 
into realities. 
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IRRIGATION CONTROLLER (ACC2-PED)
NOT TO SCALEXX
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NOTE: 
CONTROLLER SHALL BE HARD-WIRED TO GROUNDED 
110 VAC POWER SOURCE

4

LEGEND:
IRRIGATION CONTROLLER (ACC2-PED) PER PLAN

IRRIGATION CONTROL WIRE IN CONDUIT
SIZE AND TYPE PER LOCAL CODES

ELECTRICAL SUPPLY CONDUIT
CONNECT TO POWER SOURCE, J-BOX INSIDE CONTROLLER

C.ACC2.04

5 PEDESTAL BASE PER PLAN
INSURE POSITIVE DRAINAGE AWAY FROM PEDESTAL

3
2

GROUND WIRE CONDUIT
GROUND PER ASIC GUIDELINES

16" (40.7 CM) OPEN DOOR WIDTH


