HUNTER FLOW-clik

Flow Shut-off Device

The flow shut-off device shall be capable of interrupting the power from the irrigation controller to the valves when flow in the system exceeds a pre-selected amount.

The device shall be of a two-piece configuration with a sensor unit and a programmable interface panel. The interface panel shall be wired directly to the irrigation controller and mounted in close proximity to the controller. The sensor unit shall be wired to the interface panel and shall be housed in a PVC sensor body. The sensor bodies shall be available in 1, 1.5, 2, 3, and 4-inch Schedule 40 PVC and 1.5, 2, and 3-inch Schedule 80 PVC. 

The sensor shall be of a magnetic impeller-type design. The sensor circuitry shall be housed in a corrosion resistant plastic casing, completely sealed, and waterproof.  The interface panel shall be enclosed in a durable, weather-resistant, locking plastic case designed for indoor or outdoor mounting.

The interface panel shall have a system calibration button that calibrates the sensor to the highest zone flow while running. All adjustments to the interrupt period and system start-up delay shall be accomplished through two dials on the interface panel. Feedback on system performance shall be provided by LEDs on the interface panel and shall indicate if power is applied to the device and if flow is acceptable.   The programmable interface panel shall provide for a start-up delay of 0 seconds to 300 seconds to allow for system stabilization before detecting for overflow conditions.   Interrupt period shall be programmable from 2 minutes to 60 minutes, along with a manual reset function.

The device shall be installed in accordance with the manufacturer’s published instructions. The device shall carry a conditional five-year exchange warranty. The device shall be the Flow-Clik as manufactured by Hunter Industries Incorporated, San Marcos, California.

